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Automatic Gate & Door Solutions
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BARRIER
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FOR ALL TYPES OF TRAFFIC CONTRO

DAPHNE 4M -

: Max. 4m

Technical Data

Motor
Opening Times

Frequency of use

B614 SERIES - 3m, 4m OR 5m Variants

DAPHNE

24V Electro-mechanical

4 Seconds

90%

Technical Data

B614

Motor
Opening Times

Frequency of use

SOMMER ASB BARRIER - 5m OR 6m Variants

24V Electro-mechanical
3m = 2>seconds

100%

Features:

- Integrated flashing light

« (Option for) Inbuilt safety beam that reduces vandalism
« s aesthetically appealing

Options:

+ Remote transformer pack

- Solar kit available, perfect for remote applications

Features:

+ 100% Duty Cycle

« Inbuilt encoder for anti-crushing

« One model suit LEFT or RIGHT opening
Options:

« Backup Battery

« Luminous LED strip for boom

« Beam fork support

Technical Data

ASB

Features:

Motor
Opening Times
Frequency of use

Boom Length

FAAC B680OH SERIES - Sm: 2.3-5.3m / lg: 5.3 - 8.3m

24V Electro-mechanical
7 seconds @ 6m

30 cycles per hour

5m Rect. OR 6m Round I 5m LED

« Integrated motor control unit
- Steel Housing

« Suit LEFT or RIGHT opening
Options:

« Luminous LED strip for boom
- LED traffic light red OR green

Technical Data
Motor
Opening Times

Frequency of use

TOUSEK 838 PASS - 3 lengths - 3, 4.5, or 6 metres

B680H - Small
24V Hydraulic
2>seconds

100%

Features:
« Durability of 2,000,000 cycles
« 2xbuilt in loop detectors, integrated encoder

B680H - Large
24V Hydraulic

Options:
<6 seconds « 24V Backup battery
100% « LED traffic light

« Beam LED strip
« Articulation kit up to 4m

Features:

Technical Data 838 PASS
Motor 230V

Opening Times 7 seconds
Frequency of use 100%

TOUSEK LIFT X2 - 6m OR 10m

Technical Data LIFT X2
Motor 12V
Frequency of use Max. 20 cycles a day

Please contact us and we will be happy

to assist you and discuss your application

« Soft-stop for smooth operation
- Easy to use manual release key
« Plug & play control board
Options:

-« Optional Master-Slave or traffic light function

Features:
« Automatic stop system
« Motor pillar made of powder coated aluminium
« Stainless steel chain (unpainted)
Options:
« Stainless Steel mounting base plate 4]
« Receiving (Counter) post to mount chain to
Options:
« This product IS NOT considered to be an anti-theft or high
security access device, it is a visual deterrent

1300 366 046 global-access.com.au




